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EVWA  BMP:  Equipment and Vehicle Wash Down Area      
  

 
OBJECTIVES 

 
  Housekeeping Practices 
  Contain Waste 
  Minimize Disturbed Areas 
  Stabilize Disturbed Areas 
  Protect Slopes/Channels 
  Control Site Perimeter 
  Control Internal Erosion 

____________________________ 
 

TARGETED  
POLLUTANTS 

 
H M L 

  Sediment 
  Nutrients 
  Heavy Metals 
  Toxic Materials 
  Oil & Grease 
  Floatable Materials 
  Bacteria & Viruses 
  Other Waste 

 ____________________________ 
 

IMPLEMENTATION 
REQUIREMENTS 

 
H M L  

  Capital Costs 
  O&M Costs 
  Maintenance 
  Training 
  Staffing 
  Administrative 

 ____________________________ 
 

H = High  M = Medium  L = Low 
 ____________________________ 

 

 
 

1500 East 650 North  
Fruit Heights, UT 84037 

       
 
DESCRIPTION: 
 

A stabilized pad of crushed stone for general washing of equipment and 
construction vehicles.      
 
APPLICATION: 
 

At any site where regular washing of vehicles and equipment will occur. May also 
be used as a filling point for water trucks limiting erosion caused by overflow or 
spillage of water.      
 
INSTALLATION / APPLICATION CRITERIA: 
 

• Clear and grub area and grade to provide maximum slope of 1% 
• Compact subgrade and place filter fabric if desired (recommended for wash 

areas to remain in use for more than 3 months) 
• Place coarse aggregate, 1 to 2-1/2 inches in size, to a minimum depth of 8 

inches 
• Install silt fence downgradient (see silt fence BMP information sheet)      
 
LIMITATIONS: 
 

Cannot be utilized for washing equipment or vehicles that may cause 
contamination of runoff such as fertilizer equipment or concrete equipment. Solely 
used to control sediment in wash water.      
 
MAINTENANCE: 
 

• Inspect daily for loss of gravel or sediment buildup 
• Inspect adjacent area for sediment deposit and install additional controls as necessary 
• Repair area and replace gravel as required to maintain control in good working 

condition 
•  Expand stabilized area as required to accommodate activities 
• Maintain silt fence as outlined in specific silt fence BMP information sheet 
 
 


