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FR  BMP:  Fiber Rolls 
  

 
OBJECTIVES 

 
  Housekeeping Practices 
  Contain Waste 
  Minimize Disturbed Areas 
  Stabilize Disturbed Areas 
  Protect Slopes/Channels 
  Control Site Perimeter 
  Control Internal Erosion 

____________________________ 
 

TARGETED  
POLLUTANTS 

 
H M L 

  Sediment 
  Nutrients 
  Heavy Metals 
  Toxic Materials 
  Oil & Grease 
  Floatable Materials 
  Bacteria & Viruses 
  Other Waste 

 ____________________________ 
 

IMPLEMENTATION 
REQUIREMENTS 

 
H M L  

  Capital Costs 
  O&M Costs 
  Maintenance 
  Training 
  Staffing 
  Administrative 

 ____________________________ 
 

H = High  M = Medium  L = Low 
 ____________________________ 
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DESCRIPTION: 
 

Commercial products can be made from various types of fibers and shavings that 
are rolled up and used as sediment barriers.      
 
 
APPLICATION: 
 

• Good for sites with long slopes, generally flatter than 10:1 
      
 
INSTALLATION / APPLICATION CRITERIA: 
 

• Must be trenched into the ground 2 to 4 inches 
• Must be staked every 4 feet (maximum) 
• Manufacturer’s instructions must be followed for installation of product 
      
 
LIMITATIONS: 
 

• Not applicable for high velocity flows 
• Only use for a time period within the expected life-span of the product (check 

with manufacturer) 
      
 
MAINTENANCE: 
 

• Must be checked to ensure that runoff does not run under or bypass the fiber 
rolls   

• Sediment buildup must also be checked and excess sediment must be 
removed     

 


